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Installation / Parts List / Bill of Material for Mounting

SRC Design uses Metric System of Measurement and all dimensions in Millimeters
Recommended to use the Torque specified in the table

Denotes Usage of Liquid Thread Locker in specified Locations

CRASH BAR HONDA GB350C
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NO. Description QTY Torque*(N-M) Remarks
Use Liquid Thread LockerCrash bar LH

Crash bar RH

Sliders Guards

Socket head cap screw M8x20

Socket head cap screw M10x100

Hex flange nut M10

Washer M8

Washer M10

1

1

2

2

2

2

2

2

part number :
part descripion:

scope of supply/bil of material / mounting drawings
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scope of supply/bil of material / mounting drawings
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DESCRIPTION 

1 2 3

4 5 6
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scope of supply/bil of material / mounting drawings



TORQUE VALUES TO BE USED IN MOUNTING INSTRUCTIONS

TORQUE VALUES TO BE USED IN MOUNTING INSTRUCTIONS

USE THE SPECIFIED TORQUE (NM)
FOR SAFE AND PRECISE INSTALLATION.

THREADLOCKER PRIMARILY FUNCTIONS TO
PREVENT THE LOOSENING OF BOLTS, SCREWS,
OR OTHER THREADED FASTENERS.

Install Bracket arm 
as illustrated left - right 

Step 1 LEFT

A B C D

1

RIGHT

A
THIS LABEL SERVES TO INDICATE
THE EQUIPMENT NUMBER.

THIS LABEL DENOTES THE LOCATION
AND DESIGNATED WORK AREA.

THIS IS A LABEL INDICATING
THE INSTALLATION DETAILS.

THIS IS A LABEL INDICATING THE LEFT
OR RIGHT SIDE OF THE VEHICLE.

THIS LABEL INDICATES THE CURRENT
STEP NUMBER IN THE PROCESS.

THREADED LOCKED

TORQUE WRENCH

A2-70

8.8

10.9

12.9

M4 M5 M6 M8 M10 M12 M14 M16

STEEL

STEEL

STEEL

Stainless steel

CODE
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8.8

1.7 3.4 5.9 14.5 29 50 79 121
3.0 5.9 5.9 24.6 48 84 134 206
4.4 8.7 14.9 36.1 71 123 198 302
5.1 10.2 17.4 42.2 83 144 231 354

TORQUE SPECIFICATIONS
All torque values in the table are specified in  Newton-meters (Nm).
1 Newton-meter (Nm)  represents the torque resulting from a 1-Newton force applied perpendicularly to a 1-meter moment arm.
 Ensure the correct bolt grade (A2-70, 8.8, 10.9, 12.9) is verified before applying torque.



Installation steps

RIGHT   R LEFT    L

Step 1

Step 2 LEFT

Remove the original screws as shown
in the illustration.
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LEFTb

A

b

RIGHT LEFT

RIGHT LEFTA

LEFTb

Remove the original screws as shown
in the illustration.



Installation steps

Step 3 LEFT

Step 4 RIGHT LEFT

Step 5 RIGHT LEFT

Install the LH Crash Bar using the M8x20 screw
and M8 washer, as shown in the illustration.
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a LEFT

B LEFT

A

b RIGHT

1

2

6

LEFT

RIGHT

5

55

7 4

8

At Point B, install the crash bar
using the M10x100 screw and M8 washer,
as shown in the illustration

At Point A, install the crash bar using the M8x20
screw and M8 washer; at         Point B, install the M10
hex flange nut, as shown in the illustration.

RIGHT



Installation steps
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Step 6 RIGHT LEFT

At Point B, reinstall the OEM bolt. Then, install
the Slider Guards on to the LH and RH
Crash Bars, as shown in the illustration.

LEFT

B

3
RIGHT

LEFT
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GENERAL INSTRUCTIONS

1.Please Carefully Follow The Mounting Instructions
And Step-By-Step Procedures Provided In This Document.

2.This Manual Serves As A Diy Fitment Guide For The Accessory,
Based On Our Expertise With The Vehicle And Its Components.

3.Src Does Not Guarantee Compatibility
With Parts From Other Manufacturers.
Users Should Verify The Condition Of All Original
Vehicle Components Before Installation.

4.Installed Parts May Affect Driving Behavior And Vehicle Stability
Under Dynamic Conditions. Please Exercise Caution.

5.The Use Of Proper Tools And Assistance During Installation
Is Recommended For Optimal Results.

6.After Installation And Before The First Ride,
Check All Vehicle Functions. Re-Inspect All Fasteners After 50 Km
And Periodically Thereafter.

7.Our Design Retains The Original Mounting
Points To Avoid Affecting The Vehicle’s Load Capacity,
Functionality, Or Protected Components.

8.Any Required Modifications Prior To Installation Will Be
Clearly Specified In The Instruction Sheets.

1.โปรดปฏิบัติตามคำแนะนำในการติดตั�งและขั�นตอนต่าง ๆ
ในเอกสารนี�อย่างเคร่งครัด

2.คู่มือนี�เป�นแนวทางการติดตั�งด้วยตนเอง  สำหรับอุปกรณ์เสร�ม
โดยอ้างอิงจากความเชี�ยวชาญของเราเกี�ยวกับตัวรถและส่วนประกอบต่าง ๆ

3.SRC ไม่รับประกันความเข้ากันได้กับชิ�นส่วนจากผู้ผลิตรายอื�น
ผู�ใช้งานควรตรวจสอบสภาพของชิ�นส่วนเดิมของรถก่อนการติดตั�ง

4.อุปกรณ์ที�ติดตั�งอาจส่งผลต่อพฤติกรรมการขับขี�และความเสถียรของรถ
ในสภาวะการใช้งานจร�ง โปรดใช้ความระมัดระวัง

5.แนะนำให�ใช้เคร��องมือที�เหมาะสม และมีผู้ช่วยระหว่างการติดตั�ง
เพื�อให�ได้ผลลัพธ์ที�ดีที�สุด

6.หลังการติดตั�ง และก่อนการใช้งานครั�งแรกควรตรวจสอบการทำงานของรถทั�งหมด
และตรวจเช็คความแน่นของน็อตอีกครั�งหลังจากใช้งาน 50 กม. และตรวจเป�นระยะ

7.การออกแบบของเรายังคงจุดยึดเดิมของรถ เพื�อหลีกเลี�ยงผลกระทบต่อการบรรทุก
การทำงาน หร�อชิ�นส่วนที�ต้องการการปกป�อง

8.หากจำเป�นต้องมีการดัดแปลงก่อนการติดตั�ง
จะมีการระบุไว้อย่างชัดเจนในเอกสารคำแนะนำ

คำแนะนำทั�วไป

end page


